











This document is for reference only! You must obtain your specific load chart from the crane manufacturer |
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COUNT ERWELGHT PA" ] — COUNIIRWEIGHT "ADY )
WiTH WITHOUT WITH WITHOUT '
OUTRIGGERS _ __OUTRIGGERS OUTRIGGERS OUTRIGGERS _
SIIE REAR SIDE 3419 REAR._ SIDE
35| 13,500 | 1L,L00 5700 9,200 400 | 1k,L00 5050 | 10,500
20 9,400 10,100 4,400 6,250 10,100 10,100 5350 7,150
2 | 6,750 7,800 3,100 115600 7,800 7,800 3,850 5,300 )
30 55150 55950 2,300 3500 55950 54950 2,900 | L,100
35 1,100 14,800 1,700 2,750 L, 800 l4,800 2,250 3,250
Lo 3,350 3,900 1,300 2,200 3,900 3,900 1,750 2,650
L5 2,750 3,250 950 1,800 3,250 3,250 1,400 2,150
50 2,300 25750 700 1,450 2,750 2,750 1,100 1,300
55 | 1,500 2,200 500 1,200 2,200 2,200 850 1,500 l)
60 1,600 1,750 350 950 1,750 1,750 650 1,200
. 70%_BOOA: -
COUNTERY SLGRT VA" —__COUNT B ELIGHT WAB®
WITH ~ WITHOUT ~ WiTH T WITHOUT
R OUTRIGGERS OUTRIGGIRS QUTRIGGERS OUTRIGQERS
SIIE REAR EILJES REAR S '
20 9,200 9,900 5200 6,050 9,900 9,900 5150 5950
30 4,950 5,750 2,100 3,300 5,750 5,750 2,700 3,900
35 3,500 4,600 1,500 2,550 L, 600 1;;600 2,050 3,050
Lo 3,150 3,700 1,100 2,000 3,700 3,700 1,550 2,150
L5 2,550 | - 3,050 750 1,600 3,050 3,050 1,200 1,950 ™
2,100 2,550 500 1,250 2,550 2,550 900 "
ﬂ 1,700 2,000 300 1,000 2,000 2;000 650 1,300
1,400 1,550 150 750 1,550 1,550 150 1,050
950 1,000 o 400 1,000 1,000 150 650

R = Radius in feet.

¥ Retractuble gantry recommended for booms over 50' long.

A)l capscities shown are in pounds based on 85% of minimum tipping
loads with machine standing on firm level ground,

For generul clamshell, lifting magnet, or similar work, cepscities as shown on standard
1ifting capacity table should be reduced at least 20%. Weight of bucket or magnet plus
load should not exceed the resulting net rated capacity at the maximum desired operating
radius, or the following, whichever is least:
dragline work, 1,000#. These loads are maximum values for this service, and allowances
Boom length for dragline,
clsmshell, magnet, or similar work should not exceed LO fest.

WE ARE CONSTANTLY IHPROVING OUR PRODUCTS AND THEREFORE
RESFRVE THE RIGHT TO CHANGE DESIGNS AND SPECIFICATIONS

must be made when operating under unfavorable conditions.

For Certified Dimensions, Consult Factory Link~Belt Spudd.' Corporation-Cedar Rapids, Iowa
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in clamshell or magnet work, 5,000#3 in
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