








This document is for reference only! ", You must obtain your specific load chart from the crane manufacturer
Link-Belt

CONSTRUCTION EQUIPMENT

le Loads . ‘

Base machine with standard 32'-80"
(9.75 m-24.38 m) 3- wcuon boom

i winch with 2-Speed hoising Gyw © Upper facing front Upper tacing rear
Spower up/down, 450° (137.76 .

m) 5/8" (16 mm) wire rope, 4 x4 x4|

camer with_Cummins 6B75.9 3 Front axle Rear axle Front axle Rear axie

engine, 20.5 X 25 tires, full fuel,

Oﬂgatg‘ls‘mlght 3-sheavehead | Ibs. kg ibs. kg Ibs. kg Ibs. kg Ibs. kg
- - 1'52271 | 23710 | 23,744 | 10770 | 28,527 | 12940 | 15,084 | 6842 | 37,187 | 16 868

32 - 101 (9.57 m-30.78m) - - | . - - N e

4-section boom 3,120 1415 2891 | 1311 1229 104 -395 -179 | 3515 1594

Free fall main winch with 450’ : -

(137.16m) rope - 140 63 -26 -12 166 75 138 . 63 2 1

Power up/dowrt auxifiary winch - | - - | :

with 350° (106.75 m)rope - . | ... 620 281 108 49 512 | 232 388 176 232 105

29’ (8.8 m) lattice fly stowed 1,080 490 1,334 605 -254 ~-115 -470 -213 1,550 703

21" (6.40 m) A-frame jib stowed -970 | 440 | 1,003 496 | -123 -56 -317 -144 | 1,287 584}

Hook block at bumper 650 295 884 401 -234 -106 - e T

Headache ball at bumper 325 148 441 200 -116 ~52 - - _— -

Auxifiary lifting sheave 125 57 350 159 -225 -102 -250 -113 375 170

235 X 25 tires... L e fee w112 850 51 L 5B 25 56 25 - — — C—

® Adjust gross vehicle weight and axie Ioadlng accordmg 0 componems weight.
Note:AIIwesghtsare+3%. R

Tire Max. Axie Load @ 20 mph (32.7 km/hr) -
20.50 x 25 (24-PR) © - 31,000 lbs. (14 060 kg)
23.50 x 25 (20-PR) 31,000 Ibs. (14 060 kg)

-Belt is a registered trademark.

We are constantly improving our products and therefore reserve the ngm 1o change desngns and spec»ﬁcauons o
Link-Belt Construction Equipment Company Lexington, Kentucky wemE
A unit of Sumitomo Construction Machinery Co., Lid.
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