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You must obtain your specific load chart from the crane manufacturer
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Attachment — cont'd.

Drum Clutches — Two-shoe internal
expanding. Speed-o-Matic® power hydraulic;
14" x 4” (.36 m x .10 m). Clutch spider splined
to shaft. Clutch/brake drums cast integral
with wire rope drum.

Wire Rope —

Drum Brakes — Two-piece external
contracting bands; manually applied and
released by foot pedals in operator’s cab.

Pushing pedal completely down locks brake.

Brake/clutch drums cast integral with wire
rope drums. Brake drum dia., 18” (.46 m)
brake band 314" (82.55 mm) wide.

Application

Type and Size Used

Main Load Hoist

916" (14.29 mm) dia., Type “N”’

Jib Load Hoist

96" (14.29 mm) dia., Type “N”

Auxiliary Lifting Sheave
Load Hoist

918" (14.29 mm) dia., Type “N”

Jib Frontstay Pendants

44’ 9" (13.64 m) long ¥2" (12.70 mm) dia., Type “N"

Jib Backstay Pendants

19’ 3%" (5.89 m) long ¥2” (12.70 mm) dia., Type “N”

Wire Rope — Type “N” (6 x 19 class)
filler wire extra improved plow steel,
preformed, independent wire rope core,
right lay regular lay.
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Drum Rotation Indicators — Standard for rear
drum and for optional auxiliary front drum. By
depressing hydraulically operated indicator
buttons, mounted in drum clutch control
lever handles, operator feels strong
pulsations whenever rope drums rotate in
either direction. Pulsations cease when
operator releases buttons.
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