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Cab instrumentation — Standard
illuminated instrument panel with
speedometer, odometer, tachometer,
voltmeter, hourmeter, low air pressure
warning buzzer, push button starting

»'switch, engine oil pressure gauge, air

ure gauge, water temperature

: ge, and fuel gauge. Safety switch to

. prevent starting engine if transmission

is not in neutral or if winch drum motor

‘control valve is not in neutral.

Miscellaneous standard equipment
Front and rear fenders, back-up

You must obtain your Spe

Speed and gradeability ®

Engine Speed range Percent of gradeability
GM6-71N 2.35t045.88 mp.h. 40.89t0 .50
‘ (3.78 to 73.82 km/h)
Cummins NTCC-230* 211t041.19mph. 425310 .55
(3.39t0 66.27 km/h)

(D Travel speed based on full load

r.p.m. Gradeability based on peak torque of the engine.

Engine

GM6-71N Cummins NTCC-230*
Cylinders - cycle 6-2 ) 6-4
Bore 4-1/4" (0.11m) 5-1/2"(0.14.m)
Stroke 5"(0.13m) 6" (0.15m)
Displacement 426 cu.in. (7 146 cm®) 855 cu.in. (14013 cm®)

warning alarm, cab step, access ladder | Maximum brake h.p. 238 at 2,100 r.p.m. 230 at 2,100 r.p.m.
to carrier deck with hand grab, two E'em; tiorque 625 ft.1bs. (861.06 J) 650 1t.1bs.(881.40 )
front tow loops, and skid-resistant ectric system 12 volt negative ground 12 volt negative ground
finish on carrie'r deck Fuel capacity 92 gallons (348.22 L) 92 gallons(348.22 L)
: Alternator . 65 amp 65 amp
Crankcase capacity 30.5 quarts (33.59L) 46 quarts (43.53 L,
Miscellaneous optional equipment Air compressor 12 c.f.m. (0.34 m3/min) 13.2 c.tm. (0.37 m3/min)
‘Engine block heater, ether injection *Optional Equipment
starting package, alcohol evaporator
for air system, spare tire and rim
-assemblies.
‘Axle loads
Base machine includes 35’ - 90’ (10.67 - ®
27.43 m) 3-section boom, 32'(9.75 m) two- G.V.W, Upper facing front Upper facing rear
piece fly, one winch with two-speed hoisting
gr}g pavser Io?g Iowlering’,:asco’e( 1 2‘8. 71m) Front axle Rear axle Front axle Rear axle
| " mm) hoist line, x 4 carrier
-with GM 6-7 1N diesel, Roadranger trans- Lbs. Kgs Lbs. .Kgs Lbs. Kgs Lbs. Kgs Lbs. Kgs
mission and without counterweight: 66,681 30247 32977 14958 33,704 15288 8,575 3890 58,106 26 357
Counterweight for one winch +7,700 | +34931 —~3454 | —1576§+ 11,154 |+ 5059 1+ 53331 +2419] +2367 |+ 1074
- Counterweight for auxiliary winch +6,700 | +3039| ~3,035 | ~1377|+ 9,735 |+ 4416 f+4670 | +271181] + 2,030 |+ 921
Auxiliary winch +1610 [+ 730] - 316 | — 143+ 1926 |+ 874 |+ 709 | + 322 + 901 |+ 409
60'.(18.29 m)three-piece jib-stowed +1,104 | + 501§ +1319 | + 5981- 215|— 98 1-1,048 | — 476 | +2,153 |+ 977
Hook block at bumper + 800 1+ 363 +1237 | + 561|- 437[— 198 - — - -
eadache ball at bumper + 215 |+ 98]+ 333 |+ 1871]- 118|- 54 - - = -
iliary lifting sheave + 150 |+ 68} + 278 | + 126} 128 )— 58 |~ 241 + 109]|+ 391 |+ 177
¥se machine as above, but with 37' 6'-120 '
11.43-36.58 m) a-section boom and P
without counterweight. 69,070 31330 36,954 16762] 32,116 14568 6,641 3012) 62,429 28318
Counterweight for one winch +8100 | +36741 ~3659 | —~1660]+11,759 |+ 5334 [+6507 | +2498[ +2593 |+ 17176 3
Counterweight for auxiliary winch +7100  +32271 ] —3,207 | —=1455[+ 10,307 |+ 4675 }+4827 | +2190] + 2,273 |+ 1031
Auxiliary winch +1610 [ + 730) - 316 | — 143+ 1926+ 874 |+ 709 | + 322 + 901 |+ 409 ’
34'6"(10.52 m)one-piece fly-stowed +1,160 | + 522 +1,267 | + 575]- 117 |~ 53 |- 986 | — 447] +2,136 |+ 969
30’ (9.14 m) A-frame jib. +1,160 | + 526 +1,065 | + 483+ 95 |+ 43 |- 782} — 355 +1942 |+ 881
~Hook block at bumper + 800 | + 363) +1,238 | + 562} 438|— 199 - - - -
Headache ball at bumper + 2151+ 98f+ 333 | + 151}  118|— 54 -— - - - .
Auxiliary lifting sheave + 150 |+ 68| + 312 | + 142)- 162|— 74 §— 276 | — 126 + 426 |+ 193
Bumper outrigger + 280 | + 1321+ 412 | + 187} 122]|-— 55 I+ 412} + 187 - 122 |- 55

stantly improving our products and therefore reserve the right to change designs and specifications.

FMC Corporation Hydraulic Crane Division Lexington Kentucky 40512

“Link-Belt* cranes/excavators manufactured in-Ggdar Rapids lowa ® Lexington & Bowling Green Kentucky @ Ontario Canada @ Milan Italy ® Queretaro Mexico & Nagoya Japan (under license)
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