








LinicBelt

F reference only!
CONSTRUCTION EQUIPMENT

You must obtain your spgmw hart from the crane manufacturer

&VFORMATN ONLY

Travel speeds and gradeability

Maximum gross hp
Peak torque
Electnc system
Fuel capacity
Alternator
Crankcase capacity
Air compressor
Coolant cap.
Maximum altitude

205 @ 2800 rpm

442 fi. Ibs. (599 J)

12 volt negative ground
60 gallons (227 L)

80 amps

10 quarts (9.46 L) ®

12 ctm. (0.34 m3/min)
10.8 gal. (40.9 L)
13,000 fi. (3 962 m)

200 @ 2800 rpm

490 . Ibs. (664 J )

12 volt negative ground
60 gallons (227 L)

65 amps

12 quarts (11.4 L)

12 ctm. (0.34m3 imin)
14.0 gal. (53.0L)
12,500 ft. (3810 m)

Engine Maximum Speed 1) Maximum Gradeability 2) Gradeability at 1.0 mph (1.61 knvh)
mph Km/h Manual Automatic (at stall) Manual Automatic (at stall)
GM 8.2T 52 mph (83.67 km/h) 53% 59% (stall) 50% 46%
Cat 3208T* 52 mph (83.67 km/h) 61% 66% (stall) 61% 52%
Note: 1) Maximum speed based on full engine rpm. 2) Percent of gradeability based on base machine tires and G.V.W.
Engine GM 8.2T Cummins 3208T*
Cyinders - cycle 8-4 8-4
Bore 4.25” (108.0 mm) 4.5% (114.3 mm)
Stroke 4.41% (112.0 mm) 5.0“ (127 mm)
Displacement 500 cu. in. (8,793 cm3) 636 cu. in. (10 422 ¢cm3)

Maximum net. h.p. @ 184 @ 2,800 rpm

183 @ 2,800 rpm

®20 Qts. (18.92 L) export ®@Calculated

*Optional Equipment

Axle loads ©

machine includes 28'9" -70°3" (8.76~ : : 7

1.m) 3-section boom, 385’ (1 17‘3(5 m) G.V.W Upper facing front Upper facing rear

16" (14 mm) wire rope, single-speed
man wméh,' 6x4 )carr(ijer w?‘eh GMg 8.2'?ediesel Front axie Rear axle Front axle Rear axle
enging, full fuel & hydraulic oil, pontoons
stored, 4,850 b, (2.200 kg) counterwengnt and |_1DS. | kgs. | Ibs. | kgs. | bs. | kgs. | Ibs. | kgs. | Ibs. | kgs.
Roadranger transmission 46,432 | 21058| 13,806 6261 32626 | 14797 | 8338 | 3782 38,094 | 17276
24’ (7.32 m) lattice fly, stowed 480 218 382 173 98 44 -382 ~-173 862 391
Hookblock at bumper 388 176 575 261 ~-187 -85 575 261 -187 -85
Headache ball at bumper 325 147 481 218 -156 -71 481 218 -156 71
Auxiliary liting sheave 75 34 115 52 -40 -18 -115 -52 190 86
Front bumper outrigger 320 145 430 195 -110 -50 430 195 -110 -50
16.5 X 22.5 opt. front tires and rims 48 22 48 22 0 0 48 22 0 0
14/80 R20 opt. rear tires and rims 138 63 138 63 0 0 138 63 0 o
11 X 20 opt. rear tirea and tims 261 118 0 0 261 118 0 0 261 118
11R20 opt. rear tres and rims 457 207 0 0 457 207 0 0 457 207
10 X 20 S.A.G. opl. rear tires and rims 85 39 0 0 85 39 0 0 85 39
Catapillar 3208 engine 175 79 156 71 19 9 156 71 19 9
Cummins VT-225 engine 675 306 600 272 75 34 600 272 75 34
6 X 6 drnive 786 356 602 273 184 83 602 273 184 83
-Automalc transmission -155 ~70 -115 -52 -40 -18 -115 ~-52 —40 ~-18
Auxiliary winch w/300' (91.44 m) wire rope 168 76 -79 -36 -247 -112 79 36 89 40
Remove 4,850 Ib (2 200 kg) ciwt. & -4,850 | -2200| 2,268 1028 | -7,118 ]| -3228| -2,268 | -1028 | -2.582 | -1171

@ Al weghts are t 3%. ®@Adjust gross vehicle weight & axle according to component’s weight. ®@Includes auxiliary winch if equipped.
@®When selecting a tire & drive combination, the front axle load with upper facing front should not exceed the limits in the table below:

Drive Front Tire Maximum Front Axle Load
15 X 22.5 H 18,200 Ib. (8 255 kg)

6X4 16.5 X 22.5 H 19,700 Ib. (8 935 kg)
14/80R20J 18,665 Ib. (8 465 kg)

6 X6 15X 225 H 18,000 Ib. (8 160 kg)
16.5 X 225 H 18,000 Ib. {8 160 kg)

& Link-Belt s a registered tradernark.
We are conslantly improving our producls and therefore reserve the right 1o change designs and specifications.

Link-Belt Construction Equipment Company Lexington, Kentucky
Website: Cranes101.com mail’ info@cranes10l.com
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