








This document is for reference only! You must obtain your specific load chart from the crane manufacturer

Link-Belt

CONSTRUCTION EQUIPMENT

Travel Speeds and Gradeability @

s Maximum Speed Maximum Gradeability
Engine at peak engine torque
Mph Kmih
Cummins 6CTA 8.3 50.43 81.16 41.7%

© Maximum speed based on tull load r.p.m. Gradeability is based on peak torque of the engine and machine equipped with standard tires. and G.V.W.

Engine Cummins 6CTA 8.3

Cylinders - cycle 6-4

Bore 4.5" (0.11 m)

Stroke 5.32" (0.14 m)

Displacement 504.5 cu. in. (8 267 cm3)

Gross engine power 234 h.p. @ 2200 rpm

Peak torque 640 ft. ibs. (867.72 J )

Electric system 12 volt negative ground

Fuel capacity 100 gallons (378.5 L)

Alternator 80 amps

Crankcase capacity 23.7 quarts (22.43 L)

Air compressor 13.2 cim. (0.37 m3min)

Axle Loads

Basfe machine iwdes ?2;—1 10;1(10'6{1 m(—j33.53 o v ¢ ;

m) four-section boom with five-sheave hea r i . i

m)achinery, main winch with two-speed hoisting and G.v.W. pper facing front Upper facing rear

power up/down, 600’ (182.88 m) 3" (19mm) wire

goge&ax«tl, 8 (_2n.44fm) (t:%rrier with - ummins 6CTA Front axle Rear axle Front axle Rear axle

.3 diesel engine, front bumper outrigger,

Roadranger t?ansmission, fuﬁuel an%ghydraulics Ibs. kg Ibs. kg Ibs. kg 1bs. kg Ibs. kg
and counterweights. 65,7221 29806| 3543 16068 | 30,291 | 13738 | 14,789 6706 | 50,933 | 23099
Counterweight for single winch 10,000 4536| -4,907 -2225 | 14,907 6761 7,539 3419 2.461 1116
Counterweight for two winches 9,050| 4105| -4,441 -2014 | 13,4N 6118 6.822 3094 2,228 1010
Freefall main winch with 600’ (182.88 m) rope 442 200 -128 58 570 259 243 110 199 90
Power up/down aux. winch with 465’ (141.73 m)

rope 1,758 797 -529 -240 ] 2,287 1037 991 450 767 348
Freefall aux. winch with 465’ (141.73 m) rope 2,200 998 -591 -268 2,791 1266 1,170 530 1,030 467
33’ (10.06 m) lattice fly, stowed 1,040 472 918 416 122 55 -644 -292 1,684 764
25' (7.62 m) A-frame jib, stowed 1,128 512 759 © 344 369 167 -462 -210 1.590 721
Hook biock at bumper 1,165 528 1,924 873 -759 -344 —_ - — —
Headache ball at bumper 325 147 537 244 <212 -96 — — - —
Auxiliary lifting sheave 150 68 284 129 -134 -61 -245 -111 395 179
Fly and jib stowage brackets 230 104 188 85 42 19 -127 -58 357 162
12.0 X 20.0 rear tires with rims and wheels 413 187 —_ —_ 413 187 — — — -—
Counterweight removal system 120 54 -55 -25 175 79 86 39 34 15

® Adjust gross vehicle weight & axle lpading according to component weight.
Note: All weights are + 3%.

+

Maximum Front Axle Load Table 0

Tire Maximum Axle Load @ 50 mph (80.45 km/h)

18.0X 225H 40,000 Ibs. (18 142 kg)

* For speeds exceeding 50 mph (80.45 km/h) see Operator's Manual. %

® Link-Bell is a registered trademark. Copyright 1992.
We are constantly improving our products and therefore reserve the right to change designs and specifications.
Link-Belt Construction Equipment Company Lexington, Kentucky
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