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CONSTRUCTION EQUIPMENT

You must obtain your specific load chart from the crane manufacturer 4

Travel Speeds and Gradeability

Engine Specifications

Cummins L10-300*

6/4

4.92"(124 mm)
5.35"(136 mm)

610 cu. in. (9998 cm?)
300 @ 1700 rpm
1,150 ft. Ibs. (1 559 J)
12 volt/ 24 volt starting
95 gallons (359.6 L)
105amps
41.6qts.(39L)

Maximum Speed gs::::;?lity Engine Cummins LTA-10-C
Engine Cylinders - cycle 6/4
- K oraus Bore 4.92" (124 mm)
mp km/h 9 a Stroke 5.35" (136 mm)
Cummins Displacement 610 cu. in. (9998 cm?)
LTA-10-C 50 80 40% Maximum brake hp 325 @ 2100 rpm
Peaktorque 975 1t. Ibs. (1 322 J)
Cummins Electric system 12 voit / 24 volt starting
L10-300 50 80 49% Fuel capacity 95 gallons (359.6 L)
Alternator 105 amps
Crankcase capacity 36qts. (34 L)
* California approved.
Axle loads
o0 s 30 ecion | GNW® | Upper facing front
boom, 2M main winch with 2-speed hoisting Frontaxie Rear axle
and power up/down, 550'(167.6 m) 3/4*
(19 mm) wire rope, 8x4, 8' 6" (2.59 m) carrier | Ibs. kg Ibs. kg Ibs. kg
with Cummins LTA-10-C engine, aluminum
fenders, full fuel, but with no counterweight. | 74,745 | 33904 | 36,551 16579 38,194 | 17325
Storage box 57 26 16 7 41 19
Propane block heater 40 18 57 26 -17 -8
425/65R22.5 front tires with aluminum
disc wheels -433 -196 -433 -196 0 0
12R22.5 rear tires with aluminum disc wheels| -440 -200 0 0 -440 -200
Operator 200 a1 254 115 -54 -24
Tow shackles 40 18 23 10 17 8
Auxiliary winch w/550' (167.6 m) rope 702 318 -224 -102 926 420
Hydraulic heater 170 77 1 5 169 76.5
Diesel heater 51 23 0 0 51 23
34'(10.36 m) fly 1,466 665 1,197 543 269 122
34'-56'(10.36 - 17.07 m) two-piece fly 2,122 963 1,465 665 657 298
65-ton (60t) hook block at front bumper 1,390 631 2,268 1029 -878 -398
Headache ball at front bumper 360 163 587 266 -227 -103
Auxiliary lifting sheave 110 50 188 85 -78 -35
Base machine with no ctwt. and: Frontaxle Rearaxle
add one slab of ctwt. to upper 3,060 1388 -1,637 -743 4,697 2131
add two slabs of ctwt. to upper 6,120 | 2776 | -3,275 | -1486 9,395 4262
add three slabs of ctwt. to upper 9,180 ] 4164 -4912 | -2228 14,002 6392
add four slabs of ctwt. to upper 12240 | 5552 -6,549 | -2971 18,789 8523
add one slab of ctwt. to deck 3,060 | 71388 2,443 1108 617 280
add two slabs of ctwt. to deck 6,120 | 2776 4,886 2216 1,234 560
add three slabs of ctwt. to deck 9,180 | 4164 7,329 3324 1,851 840

@ Adjust gross vehicle weight & axle loading according to component weight.

Note: All weights are + 3%

Axle Max. Load @ 50 mph (80.45 km/hr)
Front 42,000 Ibs. (19 051 kg)
Rear 49,500 Ibs. (22 453 kg)

Link-Belt Construction Equipment Company Lexington, Kentucky

A unit of Sumitomo Construction Machinery Co., Ltd.
® Link-Belt is a registered trademark. Copyright 1994, All rights reserved.
We are constantly improving our products and therefore reserve the right to change designs and specifications.
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