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TEInkaBe'treference only! You must obtain your specific load chart from the crane manufacturer
CONSTRUCTION EQUIPMENT

Boom stops Auxiliary equipment -
Dual, tubular telescopic type with spring Boompoint sheave guards - Standard: D Boom angle indicator
loaded bumper ends. rigid, round steel rod bolted over top of

sheaves and rigid round rods between
sheaves. Optional: roller-type guards,
mounted on anti-friction bearings,
mounted on brackets beneath sheaves.

Pendulum type, mounted on operator's -
side of boom base section.

D Boomhoist bridle

' Note: Roller type guards do not perm»nt use l_—_] Fairlead
Serves as connection between boom of center sheave unless center guard is
pendants and boomhoist reeving. removed.
Equipped with 93" root diameter sheaves Optional: fuli revolving type with barrel,
mounted on anti-friction bearings, sealed Deflector rollers - to deflect main drum sheaves and guide rollers mounted on anti-
for lifetime lubrication. 6 sheaves required load hoistline over top side of boom; also friction bearings.
for 12-part boomhoist reeving. required when third drum load hoist line

passes over top side of boom. Rollers
mounted on anti-friction bearings.

[:I Tagline

Basic boom - One roller standard on top

section.
Rud-o-Matic® model 648; spring wound,
Recommended: Optional rollers: one per drum-type.
boom extension.
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@ constantly improving our products and therefore reserve the right to change designs and specifications. ' ‘f ’
® Link-Beit is & registered trademark. “‘-«
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